


ozellikleri

Radyoopak markerler Tel kateteri asar (OTW)
Kullanigh Kateter uzunlugu: 100 cm ve 150 cm

Kilavuz teli uygunlugu: 0.014"

Tip profili: 0.017”

Capraz profil: 0.021" - 0.033"”

Nominal basing: 7 atm

Oranli Patlama Basinci (RBP): 16 atm
Ortalama Patlama Basinci (ABP): 22 atm

@ < 2.0 mm, Uzunluk < 20 mm: 1 tungsten marker

@ < 2.0 mm, Uzunluk > 20 mm: 2 tungsten markeri

@ 2 2.5 mm, 2 Pt/Ir markerler

Girigim uyumlulugu: 4F

Distrib(itor:

Uretici
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features

Usable

> Qver-the-wire catheter (OTW)

> Usable catheter length: 100 cm, 140 cm or 150 cm
> Recommended guidewire: 0.018” (0.014” compatible)

> Tip profile: 0.019” max.
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Distributed buy:

20
BP PC18 100 200 020
BP PC18 100 250 020
BP PC18 100 300 020
BP PC18 100 350 020
BP PC18 100 400 020
BP PC18 100 500 020
BP PC18 100 600 020
BP PC18 100 700 020
BP PC18 100 800 020
BP PC18 140 500 020
BP PC18 140 600 020
BP PC18 140 700 020
BP PC18 140 800 020
BP PC18 150 200 020
BP PC18 150 250 020
BP PC18 150 300 020
BP PC18 150 350 020
BP PC18 150 400 020

40
BP PC18 100 200 040
BP PC18 100 250 040
BP PC18 100 300 040
BP PC18 100 350 040
BP PC18 100 400 040
BP PC18 100 500 040
BP PC18 100 600 040
BP PC18 100 700 040
BP PC18 100 800 040
BP PC18 140 500 040
BP PC18 140 600 040
BP PC18 140 700 040
BP PC18 140 800 040
BP PC18 150 200 040
BP PC18 150 250 040
BP PC18 150 300 040
BP PC18 150 350 040
BP PC18 150 400 040

60
BP PC18 100 200 060
BP PC18 100 250 060
BP PC18 100 300 060
BP PC18 100 350 060
BP PC18 100 400 060
BP PC18 100 500 060
BP PC18 100 600 060
BP PC18 100 700 060
BP PC18 100 800 060
BP PC18 140 500 060
BP PC18 140 600 060
BP PC18 140 700 060
BP PC18 140 800 060
BP PC18 150 200 060
BP PC18 150 250 060
BP PC18 150 300 060
BP PC18 150 350 060
BP PC18 150 400 060

> Crossing profile: from 0.029” up to 0.057"
> Nominal pressure: 7 atm

> ABP: 20 atm

Balloon Length (mm)

80
BP PC18 100 200 080
BP PC18 100 250 080
BP PC18 100 300 080
BP PC18 100 350 080
BP PC18 100 400 080
BP PC18 100 500 080
BP PC18 100 600 080
BP PC18 100 700 080
BP PC18 100 800 080
BP PC18 140 500 080
BP PC18 140 600 080
BP PC18 140 700 080
BP PC18 140 800 080
BP PC18 150 200 080
BP PC18 150 250 080
BP PC18 150 300 080
BP PC18 150 350 080
BP PC18 150 400 080

Product with CE mark, certified by Notified Body 0318

120
BP PC18 100 200 120
BP PC18 100 250 120
BP PC18 100 300 120
BP PC18 100 350 120
BP PC18 100 400 120
BP PC18 100 500 120
BP PC18 100 600 120
BP PC18 100 700 120
BP PC18 140 500 120
BP PC18 140 600 120
BP PC18 140 700 120
BP PC18 150 200 120
BP PC18 150 250 120
BP PC18 150 300 120
BP PC18 150 350 120
BP PC18 150 400 120

> RBP: 16 atm (diam. 8 mm: 14 atm)

150
BP PC18 100 200 150
BP PC18 100 250 150
BP PC18 100 300 150
BP PC18 100 350 150
BP PC18 100 400 150
BP PC18 100 500 150
BP PC18 100 600 150

BP PC18 140 500 150
BP PC18 140 600 150

BP PC18 150 200 150
BP PC18 150 250 150
BP PC18 150 300 150
BP PC18 150 350 150
BP PC18 150 400 150

200
BP PC18 100 200 200
BP PC18 100 250 200
BP PC18 100 300 200
BP PC18 100 350 200
BP PC18 100 400 200
BP PC18 100 500 200
BP PC18 100 600 200

BP PC18 140 500 200
BP PC18 140 600 200

BP PC18 150 200 200
BP PC18 150 250 200
BP PC18 150 300 200
BP PC18 150 350 200
BP PC18 150 400 200

The availability of each reference for the sale is linked to the authorization of commercialization in the country of destination

/

@ Introducer compatibility: 4F

@ Introducer compatibility: SF

Manufactured by:

Life Vascular Devices Biotech, S.L.
wuwuw.ivascular.global
info@ivascular.global

MP 53131 Ed. 5 Aug 2018
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features

> Tip Profile: 0.036”
> Crossing profile: from 0.057” up to 0.083"

> Over the wire catheter (OTW)
> Usable Catheter length: 80 cm, 140 cm & 200 cm
> Guidewire compatibility: 0.035”

Product with CE mark, certified by Notified Body 0318

OCEANUS 35 Compliance Data

Balloon Diameter (mm) 3mm 4mm 5mm 6mm 7mm 8mm amm 10mm 12mm
Nominal Pressure (atm) 7 7 7 6 7 7 6 6 6
Rated Burst Pressure (RBP) (atm) 16% 16 16 16 16 15 14 13 13
Average Burst Pressure (ABP) (atm) 24 24 23 23 23 21 20 20 19

*20 atm: 3mm - L £ 60mm

Usable
catheter

ength
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Balloon Length (mm)

80
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3 BP PC35 080300 020 BP PC35 080300040 BP PC35080300060 BPPC35080300080 BPPC35080300120 BPPC35080300150 BP PC35 080 300200
4 BP PC35 080400 020 BP PC35080400 040 BP PC35080400060 BPPC35080400080 BPPC35080400120 BPPC35080400150 BP PC35 080 400200
S BP PC35 080 500 020 BP PC35 080 500 040 BP PC35080 500 060 BP PC35080 500080 BPPC35080500120 BPPC35080500150 BP PC35 080 500200
6 BP PC35 080 600 020 BP PC35080 600 040 BP PC35080 600 060 BP PC35 080600080 BPPC35080600120 BPPC35080600150 BP PC35 080 600 200
80 cm 7 BP PC35 080700 020 BP PC35 080700 040 BPPC35080700060 BPPC35080700080 BPPC35080 700 120 - -
8 BP PC35 080 800 020 BP PC35 080800 040 BP PC35080 800060 BP PC35 080 800 080 - - -
9 BP PC35 080 900 020 BP PC35080 900 040 BP PC35080 900 060 BP PC35 080 900 080 - - -
10 BP PC35080100020 BPPC35080100040 BPPC35 080100 060 - - - -
12 BP PC35080120 020 BP PC35080120 040 BP PC35 080 120 060 - - - -
3 BP PC35140300020 BP PC35140300040 BPPC35140 300060 BP PC35 140 300 080 BP PC35 140 300 120 BP PC35 140 300 150 BP PC35 140 300 200
4 BP PC35140400 020 BP PC35140400040 BP PC35140400060 BP PC35 140 400 080 BP PC35 140 400 120 BP PC35 140 400 150 BP PC35 140 400 200
S BP PC35140 500 020  BP PC35140 500 040  BP PC35140 500 060  BP PC35 140 500 080 BP PC35 140 500 120 BP PC35 140 500 150 BP PC35 140 500 200
6 BP PC35140 600 020  BP PC35140 600 040  BP PC35140 600 060  BP PC35 140 600 080 BP PC35 140 600 120 BP PC35 140 600 150 BP PC35 140 600 200
@ 7 BP PC35 140 700 020 BP PC35140700 040 BP PC35140700 060  BP PC35140 700 080 BP PC35 140 700 120 = =
8 BP PC35140 800 020  BP PC35140 800 040  BP PC35140 800 060  BP PC35 140 800 080 = = =
9 BP PC35140 900 020  BP PC35140 900040 BP PC35140 900 060  BP PC35 140 900 080 = = =
10 BP PC35 140 100 020 BP PC35 140 100 040 BP PC35 140 100 060 = = = =
BP PC35 140 120 020 BP PC35 140 120 040 BP PC35 140 120 060 = = = =

Distributed by:

BP PC35 200 600 020
BP PC35 200 700 020
BP PC35 200 800 020
BP PC35 200 900 020
BP PC35 200 100 020
BP PC35 200 120 020

/

@ Introducer compatibility: SF

Manufactured by:

@ Introducer compatibility: 6F

Life Vascular Devices Biotech, S.L.
wuwuw.ivascular.global
info@ivascular.global

MP 53001 Ed. 3 Jan 2018



